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58% polyester FR / 42% recycled polyester
FR

]
+ 295 cm, + 116 inches

58
+ 392 gr/m?, = 13 oz/yd*

US4

ASTM C423, nrc
0.75

ISO 354, alpha w
0.80 (pleated)

M e REF B IR
EN 410/EN 14501
Test available

zbo

BS 5867-2 , Type C

CAN/ULC S109, Pass

DIN 4102, B1

EN 13773, Class 1

IMO 2010 FTP part 7, Pass

NF P 92/503-507 , M1

NFPA 701 (meth. 1 or 2), Pass
Ubereinstimmung , Pass

UNI VF 8456-8457 , Classe 1

36225

AATCC 8 (solids)

5 (scale 1-5) wet / 5 (scale 1-5) dry
ISO 105-X12

4-5 (scale 1-5) wet / 4-5 (scale 1-5) dry
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AATCC 16.2 option 1 or 16.3 opt 3
5 (scale 1-5)

1ISO 105-B02

6 (scale 1-8)

] |

Vescom BV.

P-BAY26
USCG — STANDARD 170027
EU MRA
0038 2,

Fladungen

Baustoffklasse schwerentflammbar

DIN 4102, B

RES 4P
OEAX
Wngg=e

Shrinkage 70°
-0.7% warp / -0.9% weft
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